ELECTRICAL AND TELEPHONE
GENERAL NOTES - NEXTEL

1. FOLLOWING COMPLETION OF WORK, PROVIDE OWNER WITH AS—BUILT DRAWINGS
SHOWING TELEPHONE AND ELECTRICAL LOCATIONS.

2. WORK SHALL CONFORM TO THE NATIONAL ELECTRICAL CODE.

3. SHELTER IS PRE—-WIRED AND TESTED AT FACTORY. COORDINATE WITH UTILITY AND
LOCAL ELECTRICAL INSPECTOR FOR FINAL POWER CONNECTION.

4. COORDINATE WITH UTILITY FOR METER AND CONNECTION.

5. CONTACT DIG—SAFE TO LOCATE EXISTING UNDERGROUND LINES PRIOR TO
CONSTRUCTION.

6. SEAL ALL SERVICE ENTRANCES INTO SHELTER FOLLOWING INSTALLATION.
7. SEE SHEET C2 FOR CONDUIT ROUTING.

ELECTRICAL AND TELEPHONE CONTACTS

TELEPHONE COMPANY:  VERIZON
PHONE NUMBER: (617) 737-7000

POWER COMPANY: COMMONWEALTH ELECTRIC CO.
PHONE NUMBER:  (800) 642-7000
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51 TRENCH DETAIL — ELEC/TEL
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N.T.S.

TRENCH NOTES

1. IF FREE OF ORGANIC OR OTHER DELETERIOUS MATERIAL, EXCAVATED MATERIAL MAY BE
USED FOR BACKFILL. IF NOT, PROVIDE CLEAN, COMPACTIBLE MATERIAL. COMPACT IN 8"
LIFTS. REMOVE ANY LARGE ROCKS PRIOR.

2. INSTALL CONDUIT WITH 200 LB. MINIMUM TENSILE STRENGTH PULL WIRE. TELEPHONE
COMPANY WILL SUPPLY AND INSTALL TELEPHONE LINES.

3. SAW-CUT CONCRETE OR PAVEMENT FOR TRENCHES IN AFFECTED AREAS.
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3/4" PVC CONDUIT WITH GROUNDING SCH 40 PVC

ELECTRODE CONDUCTOR (ATTACHED
TO SHELTER WITH GALV. STEEL PIPE
STRAPS) EXTEND CONDUIT 1' BELOW

FINISH GRADE
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3000 PSI CONCRETE

ELECTRICAL CONDUIT

PROPOSED
GRADE
DAL
'4-_ 4 4 . q ;A/. . :A . Z§
- =iy —2 S
q. . '\. i . . . 3
a4 g : : S
\ DY Al SRR e
CHP ouT LEDEE— |~ /. % .7 &« U Ne Mo
AS NECESSARY  M—dororororo "o g0
) RS R
SCH 40 PVC

/36

E1 /_TRENCH DETAIL — ELEC/TEL

12°

SCH 40 PVC
TELEPHONE CONDUIT
(SEE TRENCH NOTE 2)

N.T.S.

ALTERNATE FOR LEDGE

A s o
S S VA
R A .
A
R
e

e
VA

o R S ™ o SN SN
™, ‘.\\\\ \\, N N N

SR AR Nl N S
NN AN AN NN N
~ . AN "

ay s Ry E
S S S S /,,/( y

v e //

s /,

CFL CABINET o

PRE—FABRICATED —————#=
COMPOSITE BASE

o

\— CARRIER TIE—IN
IN THIS sscnon—\

£7 ) CFL CABINET (TELEPHONE)

N.T.S.

INSTALL RGS CONDUIT AND
SWEEP FOR TELEPHONE

10’

SEAL ENDS, TYP

O

{

INSTALL RGS CONDUIT AND
SWEEP FOR ELECTRICAL

—p=———— GALV. CLAMPS, TYP

-~
—~————T0 CFL CABINET § _ — ™7

TO METER i&‘f}":j
RGS CONDUIT FOR FIRST 10 FT.

FROM POLE, THEN SCH 40 PVC

N~ ———— —
—_—

i

/
s

—
b e

N.T.S.

=1 _UTILITY POLE RISER DETAIL

NEXTEL COMMUNICATIONS OF THE MID-A

, INC.

40 HARTWELL AVENUE
LEXINGTON, MA 02421-3132

839-6000 TEL
839-5911 FAX

&

S
=
m.
2
b Q
O
8
1 5
£ <3
o
O
£
4
b
(2 n)
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